
CV-CS CLAM SHELL CARDS

Credentials, Cards & Key Tags

Features:
•   125 kHz proximity card
•   Sequentially decimal card numbers printed on cards

Features:
•	 Printable on both sides
•	 125 kHz proximity card
•	 Sequentially decimal card numbers printed on cards

Features:
•	 125 kHz proximity card
•	 Sequentially decimal card numbers printed on key tags

CV-IS ISO PRINTABLE CARDS

CV-KT KEY TAGS

CV-CSH 		  HID Prox protocol, 37 bit Wiegand format, 10pk
CV-CSH-B	 HID Prox protocol, 37 bit Wiegand format, 100pk
CV-CSA		  AWID protocol, 34 bit Wiegand format, 10pk
CV-CSA-B	 AWID protocol, 34 bit Wiegand format, 100pk

CV-ISH 		  HID Prox protocol, 37-bit Wiegand format, 10pk
CV-ISH-B	 HID Prox protocol, 37 bit Wiegand format, 100pk
CV-ISA		  AWID protocol, 34 bit Wiegand format, 10pk
CV-ISA-B	 AWID protocol, 34 bit Wiegand format, 100pk

CV-KTH 		 HID Prox protocol, 37 bit Wiegand format, 10pk
CV-KTH-B	 HID Prox protocol, 37 bit Wiegand format, 100pk
CV-KTA		  AWID protocol, 34 bit Wiegand format, 10pk
CV-KTA-B	 AWID protocol, 34 bit Wiegand format, 100pk
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